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Lamoille River Modeling and 
Alternatives Analysis

November 25, 2025

Oxbow Park Flood Mitigation

(SLR, 2023) 

(Civil Air Patrol, 7/12/2023)





Lamoille River Long Profile
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Oxbow Park Area

DEM Terrain

Channel elevation 
derived from FEMA 

FIS profile

Brooklyn St

Harrel StLepper Road 
Floodplain

Portland St

Oxbow Park
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  11/2025 - Updated with 2023 LiDAR
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What can the model tell us?

ÁWater Surface Elevation
ÁFloodplain Mapping
ÁFlow Characteristics
ÁVelocity

ÁDepth

ÁChannel and Water profiles
ÁDam, Bridge, and Culvert 

Impacts
ÁBackwatering

ÁOvertopping

ÁScour

1.5  ft

1.9 ft

2-yr Flood
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Lamoille Gihon-WildBranch

What can the model tell us?

ÁWater Surface Elevation
ÁFloodplain Mapping
ÁFlow Characteristics
ÁVelocity

ÁDepth

ÁChannel and Water profiles
ÁDam, Bridge, and Culvert 

Impacts
ÁBackwatering

ÁOvertopping

ÁScour

Ground

2-yr WSE

Bridge St Bridge
Rail Trail Bridge

Morrisville Dam



2-yr Depth Mapping

0 ft

1.5 ft



10-yr Depth Mapping

0 ft

3.8 ft



50-yr Depth Mapping

2.3 ft

7.1 ft



100-yr Depth Mapping

3.1 ft

8.0 ft



Types of Flood Mitigation Alternatives

Constriction Reduction
ÁWiden bridges, culverts, or other 

structures 
ÁRemove fill or buildings
Floodplain Reconnection
ÁLower floodplain
ÁRemove berm
ÁElevate channel
ÁBuyouts
Infrastructure Protection
ÁWWTP and utilities 
ÁRoads
ÁBuildings

Village of Jeffersonville

Town of Cambridge



Alternatives

Lepper Road 
Floodplain

Oxbow Park
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Results Ɯ Lamoille Profile 

7,00 ft (1.3 miles)

Proposed Conditions WSE
Existing Conditions WSE

~0.2 ft lower

No ChangeSmall Flood

Medium Flood

Large Flood

~0.1 ft lower



50-yr Depth Mapping Existing

2.3 ft

7.1 ft



50-yr Depth Mapping Proposed

3.8 ft (+1.5 ft)

7.1 ft (0.0 ft)



(Civil Air Patrol, 7/12/2023)

Questions?



Extra Slides
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Results Ɯ Lamoille Profile 

7,00 ft (1.3 miles)

Proposed Conditions WSE
Existing Conditions WSE

Small Flood

Medium Flood

Large Flood



FEMA Flood Insurance Rate Map (FIRM)



FEMA Flood Profile





Wrong Way Bridge 
Lamoille River at ~2-year flood level
Jessica Louisos, May 24, 2013

How Accurate is it? 

Calibration / Validation:

ÁFlooding Photos

1.6 feet



Wrong Way Bridge 
Lamoille River at ~2-year flood level
Jessica Louisos, May 24, 2013

How Accurate is it?  ~1 foot 
Wrong Way Bridge 
Lamoille River at ~200-yr flood
HWMs from July 2023

Calibration / Validation:

ÁUSGS High Water 
Marks (HWMs) July 
2023

ÁAccuracy is within 1 ft

ÁGood for comparing 
alternatives



Flood Mitigation Alternatives in Cambridge

Town Well 
Floodplain (front)

Buyout Floodplain

Wrong Way Bridge Sediment/Debris Removal

Wrong Way Bridge 
Approach Floodplain

Town Well 
Floodplain (back)

Floodplain



Wrong Way Bridge Sediment/Debris Removal 

Problems

Á History of flooding

Á Partially filled with debris

Flood Mitigation Opportunity

Á Increase conveyance through bridge

Á Create floodplain

Á Prolong access to Rt 15



Wrong Way Bridge 

Problems

Á History of flooding

Á Partially filled with debris

Flood Mitigation Opportunity

Á Increase conveyance through bridge

Á Create floodplain

Á Prolong access to Rt 15


